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   100 :

Name 100
Shortname 100
Authenrication name 100
proxy address  - YourDomenName.com
proxy port 5060
  sip
MessagesURI
Prefered Codec PCMA,PCMU (G711Allaw , G711Ulaw)
Out of band DTMF
Register with proxy-YES
Register Expires
1800
Backup proxy
Backup proxy port
Emergency proxy
Emergency proxy port
Outbound Proxy cloud - ourServerAdress192.168.1.1Y
Outbound proxy port - 5070

         «SIP Configuration»   .     «VoIP Control Port».    «5060»,     .    ,    -    – 5061, 5062, 5063  ..  : NAT Enabled – Yes; NAT Address –  IP-  

,     :

https://www.cisco.com/c/dam/en/us/td/docs/voice_ip_comm/cuipph/7960g_7940g/7_0/sccp/english/user/guide/6040sccp.pdf

https://zadarma.com/ru/support/instructions/cisco/cisco-7940/

https://wiki.sipnet.ru/images/5/5f/Cisco-7960.pdf

http://fr1.webitel.com
https://www.cisco.com/c/dam/en/us/td/docs/voice_ip_comm/cuipph/7960g_7940g/7_0/sccp/english/user/guide/6040sccp.pdf
https://zadarma.com/ru/support/instructions/cisco/cisco-7940/
https://wiki.sipnet.ru/images/5/5f/Cisco-7960.pdf
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