
   

      400-500   ( 500 .   )   200 .      7  ,    1-6  .                  .   ,         .   1-6       VLAN      ( ).       SSH    root        . 

     .

Object Software Resources (min) Connectivity Description

1. Webitel Server Debian 12 Linux 64bit -     SSH ;

 :

Nginx; SSL; Webitel Services

4 vCPU > 2,4 GHz ( 
Haswell  ),   2    1  
8Gb RAM
100 GB, 20 IOPS, <10 
2   >= 1 GbE

in-out: 80/tcp, 443/tcp   SSL    CA      HTTPS      .

2. PostgreSQL Debian 12 Linux 64bit -     SSH ;

 :
Linux; PostgreSQL 15; Grafana

8 vCPU, > 2,6 GHz ( 
Haswell  ),   2    1  
16Gb RAM
400+ GB, 20 IOPS, <8 
1   >= 1 GbE

   PostgreSQL   Streaming Replication. 

3. MQ & Storage 
Server

Debian 12 Linux 64bit -     SSH ;

 :

Linux; Redis Server; Consul; RabbitMQ; 
Webitel Storage

4 vCPU, > 2,6 GHz ( 
Haswell  ),   2    1  
8Gb RAM
160 GB, 20 IOPS, <8 
1   >= 1 GbE

  ,       .

    S3 

4. OpenSIPS Debian 12 Linux 64bit -     SSH ;

 :
OpenSIPS 3.4;

4 vCPU > 2,4 GHz ( 
Haswell  ),   2    1  
8Gb RAM
60 GB, 20 IOPS, <10 
2   >= 1 GbE

5060/tcp, 5060/udp, 5061
/tcp

 .

5. Media Gateway Debian 12 Linux 64bit -     SSH ;

 :
Rtpengine;

8 vCPU, > 2,6 GHz ( 
Haswell  ),   2    1  
16Gb RAM
60 GB, 20 IOPS, <10 
2   >= 1 GbE

in-out: 10000-50000/udp      .

     .

6. FreeSWITCH Debian 12 Linux 64bit -     SSH ;

 :

FreeSWITCH; Webitel FlowManager;

8 vCPU, > 2,6 GHz ( 
Haswell  ),   2    1  
16Gb RAM
160 GB, 20 IOPS, <8 
1   >= 1 GbE

   .

     .

7.  Team Microsoft Windows / Linux 64bit

Google Chrome / Microsoft Edge (   )
4 vCPU
8Gb RAM

     2 /c  ,     15-20 .    

8. Hardware SIP 
Phone

     5 /c  ,     15-20 .

in-out: 5060/udp, 10000-
20000/udp

     SIP 2.0

9. External Data 
Services

   

10. PSTN     (Public Switched Telephone Network) 
—       ,       ,     . 

Gliffy Macro Error

An error occurred while rendering this diagram. Please contact your administrator.

Name: atb_test_env
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